Montana Aviation System Plan - 2006 Update Inspection Photos

SIDNEY 7/11/06

T-5, crack & depression

A-5, cracked slab A-11, overview

Robert Peccia & Associates
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SIDNEY 7/11/06

T-3, alligator cracking

R-11, overview

T-4, surface detail with bleeding

Robert Peccia & Associates
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SIDNEY 7/11/06

Foh

R-12, surface detail with crack & grooving

Robert Peccia & Associates
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PAVE. SoIL SUB | syBBASE BASE SURFACE PAVEMENT STRENGTH
IDENT. CLASS GRADE COURSE COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
CLASS SINGLE | DUAL [DUAL TAN.
RUNWAYS
R— E-5 F5 | 6" P—154| 3 P—209 |[2’P—609, 4'P—401 4.5" P—401 | 40,000 | 55,000 | 85,000 5
R— E-6 F6 |6” P—154| 6" P—209 [|2"P—609, 4"P-401] 4.5” P—401 | 40,000 | 55,000 | 85,000 | <23
TAXIWAYS
-2 E-5 F5 6” P—209 4" P—401 11 bEile 40,000 <4
-3 E-6 F6  |12” P—154 5" P—201, P—609 12,500
T—4 E-7 16” P—154| 8" P—208 4” P—401 40,000 | 55,000 | 85,000
-5 E-5 F5 FABRIC | 9" P—208 4" P—401 40,000 | 55,000 | 85,000 al
APRONS
A—3A E-6 F6 L e 2" P—201 2" P—201 12,500 <7
A-5 12" COMP. P-152 10” P—501 <z
A—11 | CBR=5 FABRIC | 8" P—208 8” P—501 40,000 <9
A—12 | CBR=5 FABRIC | 10" P—208 | 4" P—401 40,000 <9
A—13 | CBR=5 FABRIC | 10" P—208 | 4" P—401 40,000 <7
A—14 | CBR=5 FABRIC | 8" P—208 8” P—501 40,000 <7
A—15 | CBR=5 FABRIC | 6" P—208 6” P—501 40,000

T—4
§#1 —#58 55'x100%)
#59—#67 50'x100%)

(#1—#112 100'x50")

REMARKS:
PRESENT CRITICAL AIRCRAFT IS 25,000 LBS. ON SINGLE GEAR. (1/68)
f>ADAP—05, 1980, RESURFACE RUNWAY 10—28. APRON OVERLAY AND EXPANSION.

2>AIP—01, 1984, REHABILITATE RUNWAY 1-19, APRON, AND TAXIWAYS. EXPAND APRON A—2 AND A—3. CONSTRUCT
HELIPAD A-S5.

B>AIP 05, 1992, CONSTRUCT PARALLEL TAXIWAY.

B>AIP 07, 1997, OVERLAY TAXIWAY T—2, RECONSTRUCT TAXIWAY T-5.

B>AIP 011, 2003, OVERLAY AND GROOVE RUNWAYS; CRACK SEAL, FOG SEAL, AND REMARK TAXIWAY T—4.
DAIP 012, 2005, CONSTRUCT APRONS A—-11 & A-12.

DAIP 013, 2006, CONSTRUCT APRONS A-13, A—14, & A—15 (INSPECTED PRIOR TO COMPLETION).

LEGEND

MONTANA AVIATION SYSTEM PLAN
2006 UPDATE - PAVEMENT CONDITION INDEXES

DATE OF PAVEMENT
STRENGTH SURVEY:

.

1994 SURVEY AREA
EVALUATED BY:

SIDNEY - RICHLAND AIRPORT

1997 SURVEY AREA PREPARED BY:
DATE OF MOST
RECENT PAVEMENT
N 2000 SURVEY AREA CONDITION SURVEY: JULY 11, 2006 SIDNEY
MONTANA
BH 2003 SURVEY AREA EVALUATED BY: B. BURKLAND
(NOT SURVEYED)
BN 2006 SURVEY AREA —
NOV. 2006

AINAIS
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